COE MP 4.1.0.1 P2  INSTALLATION PROCEDURE

1. Log on to your system as required to load a program, ie Administrator etc.

2. Close all applications that are running (This ensures proper integration with Outlook)

3. DO NOT uninstall the old version of CMP, This will corrupt your DMS Outlook extensions.

4. Place the COE MP CD into the CDROM and let the Autorun program start.

5. Scroll down to INSTALL DII CMP MESSAGE PROCESSOR.

6. Double click on it and wait for the files to Unpack.

7. Click NEXT (filling in appropriate data) until you get to a list with: CLIENT, CLIENT WITH DPVS, CUSTOM and JMPS(DMS)

8. Select CUSTOM.

9. From the components listing select; Client, DPVS, JMPS, and USMTF Tables 2000 and  2001. Click NEXT.

10. Click NEXT.

11. Enter the Value 10 (DIICOE) in the Number box.

12. Click NEXT.

13. Click NEXT.

14. Click NEXT.

15. Click YES if you get a Question regarding extension overwrite.

16. Finish by restarting your computer.

17. Three ICONs will appear on your desktop. The ICONs for NT Install and JMPS are not required and can be deleted from your desktop.

18. Double click the COE_MP_UI icon to start CMP

19. Follow the User Configuration Instructions before attempting to prepare any messages.

Configuration Instructions for COE Message Processor (CMP) 4.1.0.1P2

· All steps of these instructions apply to AUTODIN message preparation. DMS only users should follow steps 7 through 11 for configuring there installation.

· These instructions are to be followed exactly to ensure proper functionality of the program according to your respective unit’s messaging requirements.

1.  In order to send messages you must have the valid addresses recognized by the              Autodin communication system. There are two ways to fill your personal message address book. First you can click on the Address Book button on the tool bar and select the PLA/OS  address type.  Plain Language Addresses (PLA’s) and Office Symbols (OS’s) are the message addresses of the units you would send messages to (i.e. CG I MEF//G6//, or CG MCB CAMP PENDLETON CA//G1/G6//). Click on Add Name and manually type in the PLA from a valid message. For each PLA you can enter multiple office symbols by clicking on Add Office Code. Do not select RI to associate routing indicators, this is not required or used.

2.  The second method to build your address book is through the Distributed PLA Verification System (DPVS). This program stores all recognized addresses. In order to retrieve PLA’s from the DPVS program you will need to configure a few things.  To do this you will click on TOOLS, DPVS, RUN DPVS.  Once in the DPVS program click Maintenance, select Default USMTF Editor PLA.  Click on Browse and open the MTF directory from the window. Next, select the “pla” file and then pick the “Set as system default” radio button. Select SAVE, Close, and Done in order, on each window.  At the DPVS 2000 window, pick PLA Lookup.  Select the Service/Agency Filter for MARINES. At this point an alphabetical listing appears with selection boxes. Check those PLAs that you wish to add to your personal DPVS address book in CMP and push the Update Editor button. Click Done and Exit to leave DPVS. 
3.  On the toolbar click ADMIN, select MESSAGE WRAPPER DEFAULTS. In the SSN box, edit the entry to 0001, this is your unit’s internal message serial tracking number. The LMF box should read TT.  In the OSRI field enter in the Routing indicator for your Unit (ex: RUWICCI for MCTSSA).  In the DRI field enter the destination routing indicator, that is the routing indicator for your COMSTA (RHMCSUU is good for the San Diego Area). In the FROM PLA field enter your unit’s PLA. Multiple PLA’s can be added for pulldown selection during header preparation later. Click OK.

If you are installing CMP on a classified computer or network skip this step.

4.  On the toolbar click ADMIN again, and select HEADER CLASSIFICATIONS. In the drop down box select ACP 126 (MODIFIED) then in the CODE column, highlight the letter E for UNCLAS EFTO and then click on DELETE.  Continue this procedure all the way down the list until the only remaining classification is UNCLAS.  

NOTE:  CONFIGURING THE HEADER CLASSIFICATIONS ALLOWS YOU TO RESTRICT DRAFTERS FROM ACCIDENTALLY DRAFTING A CLASSIFIED MESSAGE ON AN UNCLAS MACHINE. 

5.  Click OK when UNCLAS is the only classification remaining.  Go back to ADMIN on the toolbar, scroll down to PRECEDENCE and click on it.  Uncheck ECP and FLASH, then click OK.  Go back to ADMIN and choose select HEADER TYPES.  Uncheck all except ACP 126 (MODIFIED) , click OK. Go back to ADMIN, and ensure only the following items are checked, Navy SSIC, VALIDATE BLANK RI’s, and CAPITALIZE MESSAGE TEXT.

6.  If you send most of your messages to the same recipients you can set up a default header  for your messages. Click on ADMIN and then DEFAULT RECIPIENTS. Click on ADDRESS BOOK.  At this point, if you have added addresses from DPVS recommend adding them to your personal address book. This is done by selecting DPVS and highlighting the desired PLAs and pushing the Add to Address Book button. This will add all selected DPVS addresses to your personal address book where Office symbols can be associated to each PLA. Now you can select those addresses and office symbols from your address book or DPVS address book that you would like to include as action or info addees. Highlight the PLA and OS’s and click TO or INFO. Now click OK and each time your start a new message your default addresses will appear. At any point you can select EDIT RECIPIENTS of your message and modify the addressees.

IF YOU ARE A DMS ONLY MESSAGE PREPARER, START HERE.

7.  All of the previous steps were for Autodin message preparation. As a DMS message preparer you will have similar requirements that will be handled through your DMS Outlook setup. When you loaded CMP it automatically integrated with the DMS or commercial Outlook on your computer, installing pulldown and toolbar buttons on your Outlook toolbar.

8.  Once you have finished that configuration you are ready to start your message.  There are a couple preferential configurations you can do.  Once you have started the message you can click CONFIG on the toolbar and select Display Settings.  In this window select only Place a dash…, Display message tree, and Prefill Originator… boxes. 

9.  Next you can click on CONFIG on the toolbar and select FREE TEXT FIELDS. This will allow you to set the number of lines that show up in your message composing screen or give you the option of starting all free text fields in Microsoft Word or another text editor program. To make the free text editing fields larger on your screen click to check DISPLAY FREE TEXT AND GENTEXT OPEN WITH MULTIPLE LINES, and change visible line count to whatever amount of lines (recommend 5-7) you wish to see in the compose message screen.  If you desire to start a free text field in Microsoft Word, click to check EDIT FREE TEXT FIELDS VIA THE SPECIFIED WORD PROCESSOR, Click BROWSE and locate Microsoft word, once you have found it click OK.  These entries will take effect the next time you open a new or saved message.

10.  If you are having difficulties with some functionality, an extensive help file is available under the CMP_UI HELP pull down, select ONLINE HELP. It covers all areas discussed above and others such as Standard Diskette for GATEGUARD users, Custom Headers, Validation, Editing, Views, Importing, Spell Check Dictionary and Practical Hints for the user, to name a few. 

11.  User help is available from the MARCORSYSCOM C4I Helpdesk located at the Marine Corps Tactical Systems Support Activity (MCTSSA), Camp Pendleton CA at; Comm (760) 725-0533 or DSN 365-0533 or via email at c4i.helpdesk@mctssa.usmc.mil.

